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ALTERNATE FILL FOR DYNISCO STANDARD MELT PRESSURE TRANSDUCERS

COMMON TECHNICAL DATA FOR TRANSDUCERS WITH OPTION BHTF

�

TEMPERATUREPRESSURE VISCOSITY

DESCRIPTION

FEATURES

SENSORS AND MEASUREMENT - NEW HIGH TEMPERATURE FILL FOR MELT PRESSURE APPLICATIONS 1

ALTERNATE FILL FOR STANDARD MELT PRESSURE TRANSDUCERSSENSORS & MEASUREMENT > SENSORS > MELT PRESSURE TRANSDUCERS

��� ���������
�  �
�� �� �
 ����������������������
	��
��������
 �	��	���
�	�������
�� �	��	
����
��
����� �����
	����������
���  ������ �������� �� 	�������������� ����������
	��
���������
���  � � ����	 �������
�
�
��������	������
� ����	���	��������	�������	� ������������
� ��
����
�� �

▪ ��
� �����	���
	����������������

▪ �
�  �
��
	��� ���������������� ��������	
�����������	
�

▪ ������

▪ ����
�	���������	��
	�����������

▪ ��
��	�����	��	��� �����

���������������������������
�����������������������������

BHTF HIGH TEMPERATURE FILL OPTION
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DYNISCO HEADQUARTERS HOTLINE 1-800-DYNISCO
38 FORGE PARKWAY 

WWW.DYNISCO.COM

 
FRANKLIN, MA 02038 

PHONE 1-508-541-9400
 USA FAX

 
1-508-541-6206
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INFOINST@DYNISCO.COM
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-20°C [-4°F] to 
350°C [662°F]

-20°C (-4°F) to 
275°C (527°F)

-10°C (14°F) to 
530°C (986°F)

-40°C (-40°F) to 
400°C (752°F)

New Hg-Free Fill Food-Grade Oil NaK

MAXIMUM TEMPERATURE

FILL MATERIAL COMPARISON

-40°C (-40°F) to 
400°C (752°F)

Vertex [Gen 1]

ZERO TEMP. SHIFT PER 100°C

FDA APPROVAL

FORM FACTOR

LINEARITY [BFSL], % FULL SCALE

0.3 MPa 0.45 MPa 0.35 MPa 0.2 MPa

MAXIMUM SNOUT / FLEX LENGTH

HAZARDOUS APRROVALS

REACH AND ROHS

MAXIMUM AVAILABLE PRESSURE
10,000 PSI 

70 MPa
700 BAR

10,000 PSI 
70 MPa
700 BAR

15,000 PSI 
100 MPa
1000 BAR

30,000 PSI 
200 MPa
2000 BAR

MINIMUM AVAILABLE PRESSURE
1,000 PSI

7 MPa
70 BAR

1,000 PSI 
7 MPa
70 BAR

500 PSI 
3.5 MPa
35 BAR

250 PSI
1.75 MPa
17.5 BAR

2% FS

10,000 PSI
70 MPa
700 BAR

250 PSI
1.75 MPa
17.5 BAR

Any AnyAny Any Limited

0.5% 0.25%0.5% 0.25% - 0.5% 0.25%

Ex ia
FM EX Proof

Ex ia

100cm 175cm100cm 100cm 200cm

Mercury [Hg]

WE HAVE A SENSOR FILL FOR EVERY APPLICATION. FIND YOURS BELOW.

Ex ia
FM EX Proof

Ex ia
FM EX Proof


