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LaVA Suite Requirements
The LaVA Suite software for the LMI has the look and feel of applications for the latest PC 
and mobile devices. Screen layout and menu navigations is immediately intuitive to lab 
personnel of every skill level. Minimum system requirements for the software are listed 
below.

• 2 GHz Pentium 4 PC processor minimum or equivalent
• 2 GB memory (4 GB or more recommended)
• 10 GB free disk space (20 GB recommended)
• Operating System:

• Windows Vista SP2 or newer (Business Edition or higher) (x86 and x64)
• Windows 7 SP1 or newer (Professional Edition or higher) (x86 and x64)
• Windows 8 (Professional or higher) (x86 and x64)

• Make sure the latest critical and important Windows Update are installed.
• Monitor: 1024 x 768 or higher resolution and 256 Color Palette
• DVD-ROM drive
• TCP/IP networking
• Microsoft IIS 6.0, 7.0, 7.5 and 8.0 (7.0, 7.5 and 8.0 requires IIS 6 Compatibility to be 

enabled)
• Microsoft Internet Explorer 6.0, 7.0, 8.0, 9.0, 10.0 (Use of non Microsoft Web Browsers 

is not recommended and Alpha Technologies cannot support or guarantee that the 
Enterprise software will function correctly)

clindquist
Cross-Out

clindquist
Inserted Text
Dynisco 


